
Appliance gas conversion and labelling 

A well-known gas appliance manufacturer has brought to the Boards attention that they have come 
across installations of their product, which are labelled incorrectly. This appears to happen when 
gasfitters have converted to a different gas type but haven’t changed the label to acknowledge the 
change in gas.  

The Gas (Safety & Measurement) Regulations 2010 (GSMR) states that:  

 (1) Every manufacturer or importer of a gas appliance sold or intended for sale must, as a 
minimum, ensure that the appliance is legibly and clearly marked in the English language in a 
permanent manner with all of the following: 

(a) the name or registered trade mark or other means of identifying the person responsible, 
under regulation 66, for making the supplier declaration relating to the appliance; and 

(b) the type or types of gas that the appliance is certified or endorsed to safely use; and 

(c) the gas supply pressure range within which the gas appliance will operate safely; and 

(d) the nominal heat input rating of the gas appliance; and 

(e) a gas safety compliance label (if the gas appliance is required by regulation 72 to have 
one); and 

(f) the make and either the model or the model number of the gas appliance. 

This indicates that the manufacturer must ensure that their product has a label with the above 
required information. Therefore, when a manufacturer supplies a conversion kit for a gas appliance 
they would require the installer to fit a new label which will correctly identify the type of gas being 
used. 

AS/NZS 5601.1:2013 2.6.2 details that gas fittings and appliances shall be installed as per the 
manufacturer’s instructions. Therefore, when converting a gas appliance to a different gas type the 
gasfitter should label the appliance correctly as per the manufacturer’s instructions. Most 
conversion kits come with a new label to install on the appliance so it can have the correct 
information on the appliance. 

Failure to install the correct label when converting an appliance to a different gas type could leave 
the appliance open to having the incorrect gas connected at a later date. This in turn could render 
the installation unsafe. 

 

 

 

 

 


